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Scope Of Th is Manual

Information Presentation

ΔΔ

sΔ

The first section contains information about equipment requirements for, installa-
tion, setup and use of the ADVISOR® Pager Programming Software (PPS) .
The second section contains the sequence of screens used to read and program α
pager or pagers .

The third sect ion provides α technica l description ofthePagerMechanical Interface .
The fourth section is α troubleshooting guide.

The last section is α glossary oftechnical terms .

Product names are subject to change without notice . Some product names are
available only in certain markets.

This manual presents different types of information in different ways :

1 .
2 .

PAGER PROGRAMMING SOFTWARE

Scope Of This Manual

Information that you need to type is printed in boldface type.
When information from the screen is referred to in the text, it looks likethis .
When you need to press α key on the keyboard, the key is represented graphi-
cally. For example, instead of"Press the Enter Key", you will see "Press

Special characters are used to emphasize certain conditions .

Note. Emphasizes additional information pertinent to the subject matter.

Enter

Caution: Emphasizes information about actions which may result in equipment
damage.

Warning. Emphasizes information about actions which may result in personal
injury.

Field Description Information

Any screen that contains fie lds is followed by α table of field descriptions . These
tables are divided into two columns.

September 06, 1996

FieldName - shown exactly the way it appears on the screen .
Description - α complete description ofwhat the field is for, how you can use
it, what the valid entries are, and how α specific entry in this fie ld can affect
the status of another field .



Getting Started

Equ ipment Required
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PAGER PROGRAMMING SOFTWARE

Getting Started

TheADVISORPPS and interface package, combined with an ΙΒΜ° personal
computer (or compatible), provides the flexibility to program ADVISOR pagers to
meet individual requirements . This software has α modern look and ease-of-use
operation . To obtain the best results from the product, please take α few minutes
to read this instruction guide.

" 1ΒΜ Personal Computer or compatible (not included)
TheAVISORPPS is designed to operate on the IBM personal computer or com-
patible with DOS version 3 .3 or higher, α serial port, and 512Κ of available
RAM are required. If your computer is equipped with α color monitor and α
color graphics card, the software runs in color.

" Programming Interface (not included)
This unit provides communication between the computer and the Pager
Mechanical Interface . This package includes all cables necessary for connection
to the computer, the power source, and the Pager Mechanical Interface .

Use only the latest model of the Programming Interface, ΝRΝ8815, with the
ADVISORpager and pagerprogramming software. Use only theMotorola-
supplied cable for connection between the PagerMechanical Interface and the
Programming Interface. Use ofnon-approved cables can result in improper
operation and/or incorrect programming ofthe pager.

" PagerMechanical Interface (included)
This fixture is designed specifically for theADVISOR pager. It allows the pager
to be connected to the computer via the Programming Interface. The Pager
Mechanical Interface is connected to the Programming Interface with the
coiled cable .

" Pager Programming Software (included)
This software program, designed specifically for the ADVISOR pager, allows
you to se lect the desired information to program into the pager. The 3.5-inch
program diskettes are provided to facilitate the programming procedure .

September 06,1996
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PAGER PROGRAMMING SOFTWARE	AD VISOR

Getting Started

Equipment Setup

to-

Refer to Figure 1 while performing the following steps:
1 .

	

Plug the appropriate connector of the interface cable into the Programming
Interface . Connect the other end ofthe cable to the serial port on your computer .

The program uses COM1 as the default communicationsport. Ifboth α serial
port and α modem are used ,οη the computer, it is recommended that COM1 be
used as the serial port. IfCOM1 cannot be used, change the default to COM2 in
the computer configuration screen when installing the software.

2 .

	

Plugone end of the coiled cable into the Programming Interface . Plug the other
end into the Pager Mechanical Interface .

'

	

Use only theMotorola-supplied cable for connection between the computer and
the PagerMechanical Interface. Use ofnon-approved cables can result in

'

	

improper operation and /οr incorrect programming ofthe pager.

3 .

	

Plug the power supply cable into the Programming Interface and plug the ad
do adapter into α 120 Vac (or 220 Vac) electrical outlet .

COM PUTER

INTERFACE CABLE
(*3005020509/10)

* Th is item is part of t he
Programming I nterface kit (NLN3548)
** These items a re part of t he
Programming Package (NLN3671)

PROGRAMMING
I NTERFACE
(*NRN8815)

POWER SUPPLY
CABLE

(*2505044J02) 110V	COILED
*2502469Μ02 ; 220V)

	

CABLE
(*3005187R02)

ADVISOR
PAG ER

PAGER
MECHANICAL

I NTERFACE
(NRN8813)

Figure 1 . Equipment Connection Diagram
ΑΙΡΒ 962397-0
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ADVISOR PAGER PROGRAMMING SOFTWARE

Getting Started

Personal Computer Configuration
View the CONFIG.SYS file for the following statements and minimum values :

BUFFERS = 20

FILES = 35

Edit the CONFIG.SYS file if necessary .

Preparing α Pager for Reading or Programming
1 .

	

Turn the pager on.
2 .

	

Align the pager contact pin holes with the contact pins ofthe PagerMechanical
Interface. Α red light illuminates on the Programming Interface to indicate
proper contact .

3 .

	

The pager is now ready to read or program.

6881011 B54-F	September 06,1996
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PAGER PROGRAMMING SOFTWARE	AD VISOR

Getting Started

Installing the Software
Your ADVISOR programming software diskette includes the file
SETUP.EXE. This file automates installation ofthe software onto either α remov-
able diskette or α hard disk.

Only one configuration for the programming software is allowed; therefore, if
you want to keep an old version of theprogramming software, it must use the
same setup as the new software (i.e., password, archive path, comm port, etc.) .

Place the ADVISOR Programming Software diskette in your Α drive .

TypeΑ: and press ΕnWr,, then type SETUPand press Enter . (DriveΒ: may also be
used if your computer is so equipped.) Α copyright and version-number screen
displays with the instruction Press any key to cont inue. Press any key; the
instructions below display:

MOTOROLA Pager Programing Software
ADV ISOR
Setup Program

If your computer on ly has two f loppy disk drives OR if you plan to
run the ADV ISOR Programming Software from α removable diskette, gou
shou ld follow these steps :

1 . Ex it this program .
2 . Make backup copies of your ADV ISOR diskettes us ing DISKCOPY .
3 . Rerun SETUP .

If you are install ing the ADV ISOR Programm ing Software on α hard disk
OR you have already made backup copies of your f loppy diskettes, press
ENTER to cont inue the installation .

Press the ESCAPE key if you need to make backup copies of your d iskettes .

Press the ENTER key if you are ready to cont inue the installat ion .

or at any time to end theprogram and return to the DOS prompt.

September06, 1996 6881011 Β54-F
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PAGER PROGRAMMING SOFTWARE

Getting Started

Installation Parameters

Enter the drive letter where your source disk is located and press
drive letter and path where you want to install the software and press

You can install the PPS:
"

	

on α floppy diskette .
" on the computer hard drive .

Afteryou have pressed ΒnW the following screen displays :

Bι ter . Enter the

If you want to install the software on your computer's hard disk, type a "Y." Ifyou
are using α dual floppy disk drive computer system or would rather install the
software to diskette, type an "Ν ."

6881011 Β54-F
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PAGER PROGRAMMING SOFTWARE

Getting Started

If you respondwith α "Υ,λ the programming software is copied to Your Destina-
tion Drive

MOTOROLA Pager Program ing Software
ADVISOR
Setup Program

ι

The Motorola SETUP program wi ll install the ADV ISOR Programming Software
on your system bg creating the necessary directories on gour Dest inat ion
drive and copying the program fi les and Help fi les from the Motorola
Source drive to your Dest inat ion drive . If at αηg point you want to exit
the Setup Program, yου can do so bg press ing the ESCAPE key .

Motorola Source Drive

	

Α
Your Dest inat ion Drive

	

C

ADVISOR . EXE Program Path	C :\
Archive Files Path	C :\ΑDVSRARC
Help Fi les Path	C :\ADVSRHLP

Con Port

	

1

ADV ISOR Software Password

	

( Leave blank for none )

Is this setup correct?

	

Yes / Νο / Ex it

	

Υ/Ν/Σ

Ifyou respondwith an "Ν," the following screen displays and the programming
software is copied to the driveyou selected:

The Motorola SETUP program wi ll setup the ADVISOR Programing Software to
run on your removable disk based system . If at any po int you want to exit
the Setup Program, you can do so bg press ing the ESCAPE key .

ADVISOR Software Password

Is this setup correct? Yes / Νο

( Leave

Ex it Υ/Ν/Ε

blank for none

When you are satisfied with your selection, press

Pressαto end the installation.

September 06, 1996

Fιο

ADVISOR

to continue the installation.

6881011 Β54-F

Disk 11 Drive Α ( HELP and ARCH IVE Drive )

Disk R2 Drive Α ( ΑDV ISOR .EΧE Program Drive )

ADVISOR . ΣXΕ Program Path A :\
Archive Fi les Path Α :\ADVSRARC
Help Fi les Path Α :\ADVSRHLP
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PAGER PROGRAMMING SOFTWARE

Getting Started

TheADVISOR software password, ifentered in the setup menu, prevents unautho-
rized users from runningyour program. Ifno passwordis required, leavethis field
blank.

6881011854-F
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Field Name Description

Motorola Source Drive This is the drive where your diskette is inserted . Press®to select the
default drive displayed .

Your Destination Drive This is the drive where you want the software installed. Press®to select
thedefault drive displayed .

Disk #1 Drive Specify the drive letter where the diskette is located (Α o r Β) .

Disk #2 Drive This field is not used.

ADVISOR.ΕΧΕ The program path defines an exact location wh e software is installed. The
Program Path default is the root directory and you can press~to accept that entry.

However, it is recommended that you specify α subdirectory of the root for
installation . Type α drive letter, colon, backslash, and α subdirectory name, for
example: C:WDVISOR.

Archive Files Path The archive files path defines an exact location where the pager configuration
files are stored . This information is based upon the entry in the
ADVISOR . ΕΧΕ Program Path field. If the response to Are you
installing the Advisor Pager Programming Software
onto α hard di sk? is Υ, the information can bechanged to α pathname
of your choice. If Ν is selected, the information cannot bechanged.

Help Files Path The help files path defines an exact location where pager help files are stored .

Com Port Select the communications port used to connect the computer to the
Programming Interface. Valid entries are COM1 or COM2, depending upon the
serial ports available on the computer.
NOTE. Theprogram uses COM1 as the default communications port. If both α
serial port and α modem are usedon thecomputer, it is recommended that
COM1 beused as theserialport If COM1 cannot be used, change the default
to COM2.

Software Password You can enter α software password to prevent unauthorized use of your
program. If no password is required, leave this field blank.

Is this setup correct? This is α prompt to confirm that the information on the screen is correct. If you
type αΥ, the installation proceeds . If you type anΝ, the information on the
screen is-cleared, the cursor is returned to the first field on the screen, andyou
can enter the information again. If you type an Ε , the installation is ended and
the cursor is returned to the DOS prompt.
Υ =Yes
Ν = Νο
Ε = E xit



PAGER PROGRAMMING SOFTWARE

Getting Started

Starting the Software

8

Press
Menu.

Ifyou are using α hard drive, follow these steps :
1 .

	

Turnyour computer on.
2 .

	

At the C: prompt, type cd \ADVISOR. The pathname is the directory path
where the ADVISOR software is installed.

3 .

	

Type ADVISOR and press
Press any key to continue.

Software Password
Ifyou selected α password during setup, enter it on the screen shown below and
press®. Use the

	

andR keys to correct any typingerrors while entering
the password .

ΤΟRΟΙΑ Pager Programing Software
IIU ISOR

F1 Σ2 Σ3 Σ4 F5 Σ6 F7 Σ8 Σ9 F10
EXIT

ΤΟ DOS

If α password was selected and you enter an incorrect password seven times, the
program ends . Ifyou did not select α password during installation, this screen does
not display .

Use the Setup Menu to change the password .

or

ADVISOR

. Α brief introductory message is displayed .

Ifyou are using α FLOPPΎ drive, follow these steps:
1 .

	

Turn your computer on.
2 .

	

Put your working copy ofthe ADVISOR diskette in drive Α.
3 .

	

At the Α: prompt, type ADVISOR and press ®. Α brief introductory
message is displayed. Press any key to continue .

in any menu to terminate the program and return to theMain

September 06, 1996
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PAGER PROGRAMMING SOFTWARE

Using Your PPS

Using Your PPS

Basic Overview for Programming α Pager
To read and program α pager , follow these steps:
1.

	

Use the Main menu to select the Read/Program Pager options.
2.

	

Selectαprogramming option from the Read/ProgramMenu (e ither sequential
or single).

3.

	

Enter information on the OptionsMenu.
4.

	

Select an option from the ProgramMenu.

These steps are shown graphically below:

Getting Help

ι
OPTION
SCREENS

ι
OPTION

SELECTION

SCREENS

ι
EPROGRAM MENU

6881011Β54-F
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PAGER PROGRAMMING SOFTWARE

Using Your PPS

Main Menu

10

The MainMenu provides selections for: reading and programming α pager, retriev-
ing an archive file, and setting up your computer configuration . Each task is
explained in detail as you continue through this manual .

Ifthepager being read does not have Alternate Alerts Cadence and
Custom International Prompts se lected on theMαin;Read menu, Page 3

of4, three menus are displayed. Ifyou select Custom International
Prompts, αfourth menu is disp layed. ifyou se lect Alternate Alerts
Cadence, α fifth menu is disp layed, allowingyou to configure alerts.

Press
Press

Press

Press

Press

ΤΟRΟΙΑ Pager Programming Software
ISOR

F1 F2 Σ3 F4 F5 F6 Σ7 FB F9 F18
HELP KEY READ

	

PROGRAM PROGRAM

	

RETRIEVE SETUP EXIT
HELP Α PAGER

	

SINGLE SEQUENTIAL

	

FROM DISK

	

TO DOS

'

	

ι READ a pager and display its configuration . The pager must be ON
and installed in the interface .

σ
σ
εΙο

Σ 1 - HELP
F2 - KEY HELP
F3 - READ α pager ί Pager must be ON and
Σ4
Σ5 - PROGRAM α single pager
Σ6 - PROGRAM sequential pagers
F7
Σ8 - RETRIEVE α stored pager configurat ion
Σ9 - SETUP computer configuration
Σ18 - EXIT pager programming software, return to DOS

inserted in

to PROGRAM α single pager.

to PROGRAM sequential pagers.

to RETRIEVE α pager archive file, if one exists .

to SETUP your computer configuration .

to exit to DOS.

September 06, 1996
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PAGER PROGRAMMING SOFTWARE

Using Your PPS

Main Code Screen

6881011 Β54-F

This screen provides fields for entering essential pager code and functional infor-
mation for programmingα single pager . The screen allows you to selectthe
configuration you want to use to program the pager .

MOTOROLA Pager Program ing Software

	

Enter characters .

	

PG Up/Dn for Menus

ADVISOR
Page 1 of 4
Μαίη ;Reαd

Serial 8

	

383 ΙVGD5θ9
Inventory Control #
Operat ing Mode

	

Standard

Coding Fornat

	

POCSAG 2400

Code Α

	

Code Β

	

Code C

	

Code D
0001234

	

Nome

	

None ;'

	

None

1234 1234 1234 1234
Functions Τ ,Α ,Ν ,Χ ΤΝΕΑ
Priority Υ ,Ν

	

Ιλ#ΙΥ

Code Type

	

Individual Individual Ind ividual Indiv idual

Press
Press

Press

F1 F2 F3 F4 F5 F6 F7 Σ8 F9 F18
HELP

	

KEY

	

CLEAR TO

	

EXIT

HELP

	

EMPTY

	

TO MAIN

ειο

or 0to movethe cursor from field to field.

to clear the field.

orRto exit to the Main Menu.

September 06,1996
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Field Name Description

Serial # This is α un ique serial number for each pager. It cannot be changed by the
program. The Serial number contains the location, yearand month when the
pager was manufactu red, the pager's product number and sequential number,
as well as warranty information.

Inventory Control # This field contains an identification number you assign that is stored in the
pager. U nlike the serial number, this number can be changed as needed . You
can enter up to ten characters .

Coding Format This field determines thesignalling fo rmat used to communicate with the page r.
Select one of the following coding formats:

POCSAG 512
POCSAG 1200
POCSAG 2400
or GSC

NOTE. POCSAG 24 00 is notavailable to some early-vintage pagers.
Use the spacebar to toggle between choices.



PAGER PROGRAMM ING SOFTWARE	AD VISOR

Using Your PPS

1 2
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Field Name Description

operating mode With Silent selected, all alerts are silent andsome options are not available .
Selections are Standard and Silent.

Code Α - Code Β - Code The pager codes, 7 digits fo r POCSAG and 6 digits fo r GSC, areentered in this
C - Code D field.

NOTES:
POCSAG:
1 . Code Αand Code. Β must always be in the same frame (FRAME1).
2. Code C and Code D must always be in the same frame (FRAME 2) .
3. FRAME 1 must beless than FRAME 2.
GSC:
1 . Codes Α and Β must have the same preamble andWORD 1 values .
2. Codes C and Code D must have the same preamble andWORD 1 values .
3. Codes Α and Band Codes C and D must have differentWORD 2 values.

Functions This field allows you to select the operation of each address:
Ν = Numeric
Τ = Tone
Α = Alphanumeric
1 = Ideographic (POCSAG only)
Χ = Inactive
C = Carbon Copy, Group Call (GSC only)
Ideographic can only be selected when the pager is equipped with αcharacter-
generated ROM (CG ROM).

Priority This field allows you to select anyaddress to provide α priority alert when α
message is received.
Υ = Priority
Ν = Non-Priority

Code Type This field allows you to select the type of code (Individual, Group Call ,
οΓMaildrop).
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40 General Options

Vibrator

6881011 1354-F

Field Name

Duplicate Message
Detection

Thismenu shows the selectable features available with the ADVISORpager, and
is shown with the default settings .

MOTOROLA Pager Programming Software
ADV I SOR
Page 2 of 4
Main ;Read :

F1 Σ2 Σ3 Σ4
HELP KEY

HELP

or

F5 F6 F7
CLEAR ΤΟ
EMPTY

tomove the cursor from field to field .

to clear the field.

September 06, 1996
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Using Your PPS

F8

Press

Press

Use the spacebar to toggle between the choices ofeach option .

Press rιπ or0to exit to the Main Menu.

All of theoptions are not availableon all pagers.

If Yes is chosen , you can enable the vibrato r in the pager. If you change the
alert modeto silent and Νο is selected , the pager does not emit α vibration .

Σ9 F10
EXIT

ΤΟ MAIN

If selected , dup lication will beperfo rmed on all person al messages with the
same message type as the new message, on α characte r-by-characte r basis .
Errored characters will be ignored during the check .
If all non-errored characters in both messages match , the existing match ing
message will be flagge d as α duplicate . The message with the least number of
errors will be stored and theother message will be disca rded . Dup lication is not
perfo rmed on maildrop messages .

1 3

Vibrator Save Mai [drops Yes
Dup l icate Message Detection Yes Personal Message File Yes
Sequential Lockout Period H istory Fi le Yes
Alert After Lockout Per iod Νο Disable All Pager Alerts
Out of Range Time None Reminder Alert Yes
Show Source Νο
Auto Alarm Turn On Yes Low Battery Alert Yes
Show Time/Date Stamp Yes Alpha Deep On Bad Data
Internat ional Date Yes Numeric Beep On Bad Data Νο
Manual Reset Yes
Reta in Memory Yes Delete Slot Number Νο
Me mory Clean-Up Yes
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Field Name Description

Sequential Lockout For wide area cove rage, some systems use multip le transmitters located
Period throughout thecoveragearea . Sequen tial lockout is used to prevent multip le

reception of α single page. Th is feature can only be selected when Duplicate
Message Detection is selected . Valid selections fo r th is field are:

" None
8 Sec .

16 Sec .

32 Sec .

64 Sec .

96 Sec .

2 Min .
3 Min .
4 Min .
5 Min .

Alert After Lockout WithYes selected , the pager alerts only at the end of the sequential lockout

Period period . Th is option can only beselected when Duplicate Message
Detect ion and Sequent ial Lockout Period are selected.

Out of Range Time With an out of range time specified by thecode p lug, the pager is considered
.out of range" when it does not detect αPOCSAGsynchron ization word fo r that
time period. The out of range icon d isplays at th is time . Valid selectionsare:

None
32 Sec .

64 Sec .

2 min .

3 Min .

4 Min.
5 Min .

6 Min .

10 Min .
15 Min .

Show Source Each sou rce, 1-16, has α programmable sou rce prompt. Each prompt can be
customized in the code p lug, if desired , or the defaults can be used . IfYes is

selected, the text programmed in the associated sou rce is displayedat the end

of the message .

Auto Alarm Turn On If an alarm is set and the pager is off andYes is selected , the pager powers up
at alarm time .

Show Time/ Date Stamp Thepager displays α message's time/date stamp when it is being read . The
stamp is shown at the end of the message afte r the source prompt if Yes is
selected .

International Date With Yes selected , the date is displayed in the inte rnational (day-month )
fo rmat.

Manual Reset With Yes selected and the pager in the aud ible mode, you mu st press any
button on the pager to stop an incoming message alert.

Retain Memory With Yes selected, all messages are saved when the page r is turned off.
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F ield Name Description

Memory Clean-Up With Yes selected, all unlocked, read messages, maildrop messages, and the
History Dump File (HDF) are deleted when the pager is powered up. This
option can only be selected with Retain Memory selected .

Save Maildrops All maildrop messages are retained when the pager is turned off and then on .
This option is only selected whenRetain Memory is selected.

Personal Message File With Yes selected, you can save unlockedmessages in the Personal Message
F ile (PMF).

History File With Yes selected, the pager takes the oldest unlocked read message and
places it in the History Dump File when α new message is received.

Di sable All Pager When Yes is selected, the LED, Audio and Vibrator alerts are muted . All alert
Alerts options and the user-changeable alert mode are dependent upon this option .

Reminder Alert With Yes selected, the pager reminds you of unread messages byemitting α
c hirp, αtwo-second vibration, or both every two minutes.

Low Battery Alert WhenYes is selected, the pager alerts you every 12 seconds when α low
battery condition is detected.

Alpha Beep on Bad Data When Yes is selected, the pager alerts you when an incoming alphanumeric
message contains errors . The characters are displayed between special "error
string delimiter" characters .

Numeric Beep On Bad When Yes is selected, the pager alerts you when an incoming numeric
Data message contains errors . The characters are displayed between special "error

string delimiter characters.

Delete Slot Number W ith Yes selected, the slot number and colon are not displayed when reading
α message.

14 Bit Decoding Method This option is only available forChinese language pagers.With Yes selected ,
the pager decodes the low byte first .
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Some ADVISORpagers support α different set oflanguages . This is done through
se lection in the field of International Prompts . Customprompts and selected
languages are available. To select α custompromp t, choose α language in the
International Prompts field.

Press

Enable SET ALERTS Screen

	

Yes

Press A or [d to move the cursor from field to field .

i-

	

- ι . - ι , ι ι "

	

ι -

	

ι

	

ι

	

ιι ιι

ff to clear the field .
no no ι " .

	

ι

	

ι

F1 F2 F3 Σ4 F5 F6 F7 Σ8 Σ9 F18
HELP

	

KEY

	

CLEAR TO

	

EXIT
HELP

	

EMPTY

	

TO MAIN

Allof the options are not available on α11 pagers.

Se lecting Custom International Prompts on the menu above allowsyou to cus-
tomize any or all promptson the followingprompts screens.
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MOTOROLA Pager Programing Software
ADV ISOR
Paw 3 of 4
a
in

;Read :

Spacebar to select . PG Up/Dn for Menus

Internat ional Prompts ~US TO M

Alternate Alert Cadences No
RF Programing Allowed Yes

Printer Enabled Νο RF Si lent Programing Νο
Printer Format 88 Download Password -Rag α Νο
Printer Baud Rate 1288 Pager Password : ADVISOR
Carriage Return ω/Linefeed Νο Data Invers ion Yes

Synthesizer Νο
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Field Name Description

International Prompts The pager's standard prompts can be replaced by prompts i n other languages:
German
French
Italian
Spanish
Portuguese
Swedish
Norwegian
Danish
Dutch
Finnish
Traditional Chinese
Simplified Chinese
Russian
Icelandic
Polish
Arabic
Latin/Cyrillic
Arabic/Engli sh
Custom
To select traditional Chinese or simplified Chinese, the pager must contain the
appropriate CG ROM.
NOTE. Not

all
languagesareavailable for

all
pagertypes.

International Char Set This option allows fo r most of the special cha racters associated with the
English (U.S . and U.K .) Swiss, German, French, Italian,
Spanish, Portuguese, Swedi sh , Norwegian/Danish , and modified
Italian characte r sets.

Alternate Alert When Yes is selected , you can set your own alert cadences.
Cadences

Printer Enabled Wit h Yes selected , i ncoming messages are automatically printed . Manual
pri nting of α single message or all messages is also available . Α separate
i nterface is requ i red to download pager i nfo rmation .

Printer Format Alphanumeric messages sent to the pri nte r can be fo rmatted in the followi ng
number of characters per li ne :
20
40
60
80 o r
None
If None is selected , α line-feed character is sen t to the pri nter only at the end of
the message .
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Field Name Descr iption

Printer Baud Rate Th is is the rate at which the in fo rmation is transferred from the pager to the
printe r.Valid selections are:
300
600
1200
2400

4800

9600

Carriage Return ω/ If Yes is selected, α ca rriage return is sent to the printe r with every linefeed .

Linefeed

Enable SET ALERTS Thepager allows you to customize your alert settings . If Νο is selected, the
Screen alert settings programmed into the pager are permanent and cannot be

changed .

RF Programming Allowed When Yes is selected, RF Programming (ove r the ai r) allows you to remotely
change the pager's options or activate or deactivate α page r. RF Programming
is available only when the pager has an alphanumeric or ideograph ic page
type.

RF Silent Programming With Yes selected, α pager can be programmed to perform α silen t power-up
sequence afte r it has been programmed .

Download Password With Yes selected, you can assign α unique password to the pager. Activation
Req'd of the password requires that it be ente red whenever you want to read or

program αpager.

Pager Password Th is password is required to perform RF Programmi ng and when the
Download Password Req'd option is selected .

Data Inversion Certain frequencies requ i re data to be inverted . Refer to the pager service
manual for α complete listing. Select eithe r Yes or No.

Synthesizer Th is option is not available.
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This screen displays the pager custom prompts available with theADVISOR pager .
The screen displays when you select Custom International Prompts on the
Main;Readmenu, Page 3 of 4. The left column contains the default settings . Select
your Custom Prompts from the right column. Press Enter to enter your selection .

TOROLA Pager Programming Software
DU ISOR

Page 4 of 4
in;Read :

PAGER PROGRAMMING SOFTWARE

Using Your PPS

Σ1 F2 Σ3 F4 Σ5 Σ6 Σ7 Σ8 F9 F10
HELP

	

KEY

	

CLEAR ΤΟ

	

EXIT
HELP

	

EMPTY

	

TO MAIN

The first three lines are symbols and the rest are custom prompts fields .

URGENT is used in numeric pages .
Am and PM are used for time stamp clock.
All numbers on the above display are in hexadecimal . You need to enter the
hexadecimal number ofthe character you require . Α `41' in hex is an A! in theASCII
table . Refer to the associated mapping chart for different languages .

Press

Press

Press

Fβ

F1 ο

ι

	

ι ιι ι

	

- ι

	

ι ιι

	

" ι

	

ι

	

- ι

to clear the field .

or R to exit to the Main Menu.

You are asked aboutIdeographic Prompts only when the pagercontains ideo-
grαphic CG (Character Generator) ROM.

Each prompt can be customized ifdesired. The text typed in the associated
source is displayed at the end ofthe message. Only uppercase characters are
accepted.
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URGENT Μ
AN SS28 U
PM GS28 e
MO TOROLA INC 28282828282865684Α6851685Β20202828282828 ehJhQhl
DUPLICATE 6SΜ1514928282828202828 ewgQ Ι
LOW CELL 4Ε7BTD402056737D61402020 ΝχΑ Us}α@
MEMORY FULL 58475D71492865794A784648 PG1gI egjxrθ
TONE ONLY 55684Α6Α2Θ61625728282828 UhJj αhΝ
GRO UP 654C7968594028282828 eLghΥL
PUSH FOR OFF 43565Α572Θ64786261785C28 CUZN dxbax\
DISABLE 4C7Β6BSM56261785C28282 L{ΙτR ebax\
DELETE 45654D6Α3Σ2820202828 EeMj?
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This menu provides alternate alerts for the pager . This screen displays when you
selectAlternate Alert Cadences on theMain;Readmenu, Page 3 of 4.

Press

Press

ΤOROLA Pager Programm ing Software
DUISOR

Page 5 of 5
in ;Program

POWER UP

	

90"M
ALARM J1..JJr
LOW BATTERY

	

1.1.1.1.

FS

or

Address
Address
Address
Address

1
2
3
4

Σ1 F2 Σ3 F4
HELP KEY

HELP

to exit to the Main menu.

Enter any character for '1'
Enter Space for ' .'
PG Up/Dn for Menus

This screen allows you to set cadences to suit
your own unique requirements . These cadences
override the standard cadences whenever the
ALTERNATE ALERTS opt ion is selected .

ΣΕΣΕΣΣΣΣΡ

F5 Σ6 Σ7 Σ8 Σ9
CLEAR ΤΟ

ΕΜΡΤΥ

ADVISOR

J111JΙJ.
J.JJJIJ.
J.J.J-
J.1.J.J.rr....

F1θ
EXIT

ΤΟ MAIN

Each field in the alertpattern turns the audio on (Ρ) or offU for 1/8th ofαsecond.
After one second, the alert pattern is repeated.

To program the audio off, press the spacebar . To program audio on, press any key.

Press 0to display the next screen .

to clear the field.

September 06, 1996

	

6881011B54-F

ι

1.Ι. = BEEP BEEP 1111 =

111111!. CODE C : Address 9
Ι.JΙ1Ι1. Address 18
J.J.1μrμ. Address 11
1.ιΙΝ Νrrr... Address 12

ΙΙ11JΙ1. CODE D : Address 13
J.1JJ11. Address 14

Address 15
J.l.1.Jrrrr. Address 16
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Program Menu
Thismenu allows you to program the pagerto the selected configuration.

ΤΟRΟΙ.Α Pager Programming Software
VISOR

PROGRAM MenuΜa in ;Progran :

F1 - HELP
F2 - KEY HELP
F3
Σ4 - PROGRAM pager ( Pager must be ON and inserted in interface box
Σ5
Σ6
Σ7 - Return to prev ious menu
Σ8 - Skip to next menu
F9

	

.
F18 - EXIT to Main Menu

Press

Press

Press

Press

F 1 F2 Σ3 F4 Σ5 Σ6 F7 Σ8 F9 Σ18
HELP KEY

	

PROGRAM

	

PREVIOUS NEXT

	

EXIT
HELP

	

PAGER

	

NEW

	

MENU

	

TO MAIN

φ to PROGRAM the pager.

to return to page 1 of the optionmenu pages.

to display the next screen.

to exit to the Main Menu.

or

or

or σ

6881011Β54-F
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Thismenu allows you to save the pager configuration to α disk for future use.

MOTOROLA Pager Programing Software
ADVISOR

Main ;Progran :

	

SAVE Menu

Select Key Σ1 - Σ18
PG Up/Du for Next or Previous Menu

Inυentorg Control N umber =

F1 - HELP
F2 - KEY HELP
F3
F4 - SAVE this pager configuration to disk
F5
F6
F7 - Return to previous menu
Σ8 - Skip to next menu
F9
Σ1θ - EXIT to Main Menu

Press

Press

Press

Press

Σ1 F2 Σ3 F4 Ir5 Σ6 Σ7 F8
HELP KEY

	

SAVE

	

PREVIOUS NEXT
HELP

	

ΤΟ DISK

	

MENU

	

NENIJ

φ to savethe pager configuration to diskfor future use .

to displaythe previous screen.

to displaythe next screen.

to exit to the Main Menu.

or

or

or

ι

	

display, α

	

used ι retrieve ι stored configuration.
promptsyoufor the Inventory Control Number.

EXIT
ΤΟ MAIN
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Thismenu provides an option to print the current pager programming
configuration .

MOTOROLA Pager Programing Software
ADVISOR

Ma in ;Progran :

	

PRINT Menu

Select Keg Σ1 - Σ18
PC Up/Dn for Next or Prev ious Menu

F1 - HELP
F2 - KEY HELP
Σ3
Σ4 - PRINT pager conf igurat ion
F5
Σ6
Σ7 - Return to previous menu . .
F8 - Skip to next menu
Σ9
F10 - EXIT to Main Menu

Press

Press
Press

Press

Σ1 F2 F3 F4 Σ5 Σ6 Σ7 F8 Σ9 F1θ
HELP KEY

	

PRINT

	

PREUIOUS NEXT

	

EXIT

HELP

	

CONFIC

	

MENU

	

MENIJ

	

TO MAIN

φ to PRINT αpager configuration .

or R to display the previous screen .

or0to display the next screen.

or0to exit to the Main Menu.

September06,1996
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Using Your PPS
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Setup Computer Configuration
Thismenu provides choices for selecting the communications path of the screens.

Enter Drive and Path ( ex : C :\ )MOTOROLA Pager Programming Software
ADVISOR

in ;Setup

Default Path Names

Archive :

Help : C :\ADVSRHLP

:\ADUSRARC

24
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CON Port : COW1 :

SW Password ί Leave blank for none )

Σ 1 F2 F3 F4 Σ5 Σ6 Σ7 FB Σ9 F18
HELP KEY SAVE EXIT

HELP DEFAULTS TO MAIN 0
Press 0 to save the configuration .

Press ε1ο or to exit to the MainMenu.

Press σ or σ to movethe cursor from field to field.

0
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Technical Description
The ADVISORPagerMechanical Interface is α passive interconnection between
the NRN8815 Programming Interface and the ADVISOR pager . The fixture has α
receptacle (J1) that accepts the RJ-11 type plug ofthe coiled cable from the
Programming Interface . Programming information is sent through the spring-
loaded pins that make the appropriate contacts in the ADVISOR pager.

'

	

Use only the Motorola-supplied cable for connection between the Programming
Interface and the PagerMechanical Interface. Use of non-approved cables can

'

	

result in improper operation and /or incorrectprogramming ofthe pager.

Programming information is sent to the ADVISOR pager from the Programming
Interface through the coiled cable . The operation ofthe Programming Interface is
described in the Service Manual for that product (688101ΟΒ39) .

There are no active devices in the ADVISORPager Mechanical Interface .

Maintenance Information
Keep the Pager Mechanical Interface spring-loaded contacts clean and make sure
the RJ-11 plugs are properly seated in the receptacle on the Mechanical Interface
and the Programming Interface .

The contacts can be cleaned with α soft, dry cloth. Do not use any solvents to clean
the contacts or the outside ofthe interface . Ifnecessary, α damp (not wet) cloth can
be used to clean the outside ofthe interface . Do not immerse in water or other
liquids .

In case of erratic operation, inspect the coiled cable between the Programming
Interface and the Pager Mechanical Interface. Ifit appears to be damaged, or the
contacts on the plug at either end appear weak or damaged, replace the cable .

6881011 B54-F	September06,1996
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When ordering replacement parts or equipment information, complete identifica-
t ion numbers must be included . This applies to all components, k its, and chassis .
Ifthe component part number i s not known, the order must include the number of
the chassis or ki t number of which it is α part. Ifthe identical replacemen t part is
not locally available, check the parts list for the proper Motoro la part number and
order the part from the nearest Motoro la replacement parts depot, listed below.

Replacement Parts, Manuals :

	

Paging Training Information :

Call : (561)533-3601Call : (800) 422-4210
(800) 826-1913 (Federal Governmen t ord ers)

Replacement Parts, Manuals:

FAX: (847) 576-6285
Telex : 280127 (Domestic)

403305 (Internation al)

Replacement Parts, Manuals :
Call : (800) 422-4210

Crystal Service Items:

Call : (800) 322-0234 (except Illi nois resi dents)

(800) 537-7007 (for Illi n ois residents)

Replacement Parts,
Manuals :

Motorola
1313 Ε . Algonqu i n Rd .
Communications Parts Division
Att : Order Processi ng
Schaumbu rg, I L 60196

TELEPHONE ORDERS

TELEXIFAX ORDERS
Federal Government Orders:

CUSTOMER SERVICE

MAIL ORDERS
Send written orders to the followi ng addresses:

Federal Government:

Motorola
Communication s Parts Division
Aft: Orde r Processing
1701 McCormick Drive
Landove r, MD 20785

PRODUCT SERVICES BULLETIN BOARD SERVICE (BBS)

Moto rola's Custome r Product Service group now offers informative bulletin board services . The BBS provides access to
techn ical i nformatio n about Moto rola's curre nt paging products, service manuals, and programming and servici ng tools . Other
BBS features i n cl ude e-mail access to pagertec h support, PPS updates, and product service bu lleti n s .

For access to t he BIBS, use any PC o r Maci n tos h computer that is connecte d to α modem , set the modem to 8,Ν ,1 and dial
(561) 739-3069. In Ch i na set the modem to 8, Ν , 1 and d ial (86) 10-461-1155 o r (86) 10-461-0271 .For further i nformation abou t
Product Services BBS call (561) 739-3255 .

To obtai n softwa re revision updates o r for ot he r support contact t he appropriate regional cente r listed in the Regist ration section .

September 06, 1996

FAX : (301) 925-2473
(301) 925-2474

Parts Identification :
Call : (847)-538-0021

Customer Response Center:
(Sales and Service Assistance)

Call : (800) 247-2346
FAX: (800) 232-9272

	

SO ~ _5-1W-~Ι_ι.Γ

International :

Moto rola
Communication s Parts Division
Aft : I nternatio n al Order Processi ng
1313 Ε . Algonqu i n Rd .
Schaumburg, IL 60196 U.S.A.

ADVISOR

6881011 B54- F
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NAME PLATE
(330577U04 )

COVER
(1505029W02)

CONTACT, P i n
(3905074001)

SPRING, Comp ression
(4105076001)

ASSEMBLY, Circuit Board,
(8405089Χ01)

PAD
(7505089001)

ADVISOR
MECHANICAL INTERFACE

(NRN8813)

JACK, Telephone,
RJ-11 type

~8962110Α04)

LABEL
(5405423Μ22)

6881011 Β54-F

Figure 2 . Exploded View Diagram
ΑΙΡΒ-932751-Β

September 06,1996

	

27



PAGER PROGRAMMINGSOFTWARE	AD VISOR

Troubleshooting Guide

Troubleshooting Guide
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Problem Solution

Does ADVISOR programming Νο. The PPS only supports COM1 and COM2 as valid selections.
software run on COM3 or
COM4?

When read ing α pager, either the Th is error often results from setting an asynchronous mouse to the same
mouse no longer works or the commun ications port interru pt used for the prog ramming software. It is
commun ications to thepager recommended that one of thecommunications ports be changed .
cannot be re-estab lished. Check that both devices are not set to even .

Check that both devices are not set to odd .
If either of these conditions exist, reset one device to the opposite value of the
other port.

The programming software Check the Programming Interface for correct installation. This is usually α 9- or
reports αData 25- p in male connector on the back of the computer.
Communications error and Check that the power supply cable is connected to α powe r source .
never reads the pager. Check that the page r is in the OFF position and fi rmly seated in theMechanical

Interface (indicated by the illuminated red LED).
Check if there areany RAM-resident programs running.

Pager does not function afte r Check that the cap code has not been changed .
prog ramming has been Check all functions. Ensure that the entries have not been programmed
performed . inco rrectly or to inactive status .

Check that the Completely Silent Pager field was not prog rammed
to Yes.
Check that the Data Inve rsion parameter has not been changed .
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Glossary

Archive File

Α file which contains pager configuration information. This type offile is created
from the Save Menu.

Cadences

Refers to the balanced, rhythmic flow of sound ; the measure or beat ofmovement,
from one sound to the next.

Default

Α default is information automatically generated by the software program. Basi-
cally, any field that contains α preset selection is called α default. Default informa-
tion can be changed as necessary . It is used to ensure that α basic entry is present
for required information.

Field

An area on the screen in which you enter information.

Highlight Bar

The cursor is not represented by α single character space, but, instead, by α longbar .

Sequential Programming

Refers to programming more than one pager .

Toggle

To scroll through α list of se lections .
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